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Abstract—The higher performance of relaxor-based piezocrystals compared with piezoceramics is now 
well established, notably including improved gain-bandwidth product, and these materials have been adopted 
widely for biomedical ultrasound imaging. However, their use in other applications, for example as a source 
of focused ultrasound for targeted drug delivery, is hindered in several ways. One of the issues, which we 
consider here, is in shaping the material into the spherical geometries used widely in focused ultrasound. 
Unlike isotropic unpoled piezoceramics that can be shaped into a monolithic bowl then poled through the 
thickness, the anisotropic structure of piezocrystals make it impossible to machine the bulk crystalline 
material into a bowl without sacrificing performance. Instead, we report a novel faceted array, inspired by the 
geodesic dome structure in architecture, which utilizes flat piezocrystal material and maximizes fill factor. 
Aided by 3D printing, a prototype with f#  1.2, containing 96 individually addressable elements was 
manufactured using 1-3 connectivity PMN-PT piezocrystal - epoxy composite. The fabrication process is 
presented and the array was connected to a 32-channel controller to shape and steer the beam for preliminary 
performance demonstration. At an operating frequency of 1 MHz, a focusing gain around 30 was achieved 
and the side lobe intensities were all at levels below -12 dB compared to main beam. We conclude that, by 
taking advantage of contemporary fabrication techniques and driving instrumentation, the geodesic array 
configuration is suitable for focused ultrasound devices made with piezocrystal.  
Keywords—Geodesic array; PMN-PT piezocrystal; focused ultrasound; 3D printing 
1. Introduction  
The use of focused ultrasound as a means to deliver energy has been expanding since the 1990s in areas 
including high intensity focused ultrasound surgery (FUS) [1], ultrasound-mediated targeted drug delivery 
(UmTDD) [2] and particle trapping and manipulation [3]. The focused ultrasound beam can be achieved 
geometrically with a curved piezoelectric bowl or acoustic lens or electrically with a multi-element phased 
array. The combination of both approaches is also common, with many arrays with overall concave geometry 
for focusing used in research and clinical practice [4-6]. This is because concave arrays can provide higher 
focal intensities than planar arrays with similar overall dimensions. Furthermore, when only a limited range of 
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movement in the focal point is necessary, fewer elements and simpler time delays are needed, reducing the 
complexity of the driving circuitry.  
Historically, piezoceramics have been the most commonly used materials in ultrasound transducer arrays 
but, recently, the improved performance offered by relaxor-based piezocrystals in the Pb(Mg1/3Nb2/3)O3 - 
PbTiO3 (PMN-PT) family has been recognized. Piezocrystals are now used widely in biomedical ultrasound 
imaging and investigation of their possibilities is under way in nondestructive evaluation, particle 
manipulation and underwater sonar [7-10] based on piezoelectric properties including k33 ≈ 90% and 
d33 > 1500 pC/N [11]. Bulk, monolithic piezocrystal has little advantage over piezoceramic, with the values of 
kt being similar, but improved performance can be realized in configurations such as the planks used in 
biomedical imaging arrays and the pillars used in piezocomposites.  
PMN-PT itself, termed a Generation I material, is susceptible to changes in functional properties at 
elevated temperature and pressure [12], but Generations II and III, respectively exemplified by ternary PIN-
PMN-PT and doped ternary Mn:PIN-PMN-PT, are under development to reduce these effects whilst 
maintaining much of the performance advantage over piezoceramic, e.g. in terms of k33  and d33 that determine 
piezocomposite performance. Piezocrystal composites thus have potential to improve the effectiveness of 
focused ultrasound transducers and the work reported here contributes to this by describing the fabrication and 
testing of a 2D concave phased array made with Generation I piezocrystal.  
A widely-reported method to fabricate concave transducer arrays is to place individual single-element 
transducers in a prefabricated frame at predetermined positions [6, 13]. This requires manufacture of each 
individual array element separately and the presence of the frame can significantly reduce the array fill-factor, 
i.e. the percentage surface coverage of the active piezoelectric material, and thus the focusing gain and 
acoustic energy output of the transducer. As an alternative, Raju et al. [14] proposed an array design using a 
spherically-focused ceramic bowl with printed electrodes defining the elements. However, fabrication of 
curved sections from piezocrystal boules would be wasteful of material which costs $0.5 - 3 / mm3, and more 
importantly, performance would be decreased by the lack of alignment between the piezocrystal axes and the 
surface of the array. Mechanical forming to focus piezocrystal transducers has been achieved successfully 
using mechanical hard-press [15] and dimpling techniques [16], but reports are limited to single-element 
transducers. Other possibilities are to thermally form a 1-3 connectivity piezoelectric - polymer composite into 
the desired shape [17] or to use flexible polymers for flexible composites [18], but these may be difficult at the 
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frequencies of interest here, below 1.0 MHz, and the values of volume fraction, e.g. VF  > 50%, used in 
focused ultrasound applications.  
In this short communication, a novel array structure is described to utilize 1-3 connectivity piezocrystal - 
polymer composites in a geometrically focused array transducer. The practical challenges associated with the 
fabrication of the array structure and electrical interconnects to the elements are addressed. 3D printing is 
introduced to aid assembly. The performance of the array is demonstrated and its use with a 32-channel 
modular array controller is described, illustrating both beam shaping and the relocation of the focus required 
in focused ultrasound applications. 
2. Geodesic Structure 
The faceted spherical structure proposed in this work is drawn from the architectural design of geodesic 
domes. These domes comprise multiple triangles approximately equal in size, with their vertices lying on the 
surface of a sphere. The planes of the triangles lie physically inside the sphere but the structure approximates a 
sphere whilst maximizing the coverage of the aperture with the piezoelectric material.  
A section of an icosahedron dome structure with dome frequency 6V, referring to a structure with six 
subdivisions of the original triangles in one icosahedron [19], was chosen for the proposed array. In total, the 
section requires 24 triangular flat plates positioned as shown in Fig. 1. To match a commercial piezoelectric 
bowl used as a reference, the target operating frequency of the array was 1.0 MHz and its aperture was 62 mm 
across its largest diagonal, with a natural focal distance of 75 mm, equal to the dome radius, giving f#  1.2. 
Table 1 lists the four triangular geometries in this design, with their side lengths and corresponding angles. 
Each triangle is named for its sides taken in a clockwise direction. Five side lengths in total are needed, 
denoted D, F, G, H and I. Triangles HGG and HII are isosceles and triangles DFG and DGF are scalene; six of 
each type are required. These triangles were machined by a precision dicing saw (MicroAce 66, Loadpoint 
Ltd., Wiltshire, UK) with dicing position accuracy of 0.001 mm and theta axis resolution of 0.0005o. 
To increase the number of array elements for more flexible control over beam forming, each triangular 
plate was sub-divided into four smaller triangular elements by dicing along the mid-segments of the plates to 
half their thickness. The number of individual transducer elements was thus increased from 24 to 96, as shown 
in Fig. 1c, with only one additional step in the fabrication process. Each sub-diced element is connected to an 
individual signal wire at the rear and a common silver ink electrode ground with a single wire at the front.  
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Figure 1. Illustration of geodesic array transducer. (a) Configuration of 24 triangular plates with four different shapes; 
(b) overall array configuration with geometrical focus; (c) rear view of the array with 96 sub-diced individual elements; 
(d) computer-aided design front view of the array assembly. 
Table 1. Side lengths and corresponding angles of the four triangular plate designs 
Geometries L1 (mm) L2 (mm) L3 (mm) 
α1 
(Degree)  
α2 
(Degree) 
α3 
(Degree) 
 
Triangle-DFG 15.21 14.85 15.44 60.25 61.80 57.95 
Triangle-DGF 15.21 15.44 14.85 60.25 57.95 61.80 
Triangle-HGG 16.15 15.44 15.44 63.06 58.47 58.47 
Triangle-HII 16.15 16.24 16.24 59.64 60.18 60.18 
Note: Li (i = 1, 2, 3) are the side lengths of triangles where i refers to the 1st, 2nd, and 3rd letters respectively of the 
triangles’ names. 
 
3. Piezomaterials  
  The geodesic faceted structure was realized with two different piezoelectric materials: bulk ceramic to test 
the fabrication process and geodesic geometry and 1-3 connectivity PMN-PT piezocrystal – epoxy composite 
for performance evaluation. As noted previously, 1-3 composite is necessary to take advantage of the high 
values of k33 and d33 of PMN-PT.  
 For initial evaluation of fabrication, a pre-electroded piezoceramic plate, thickness 2 mm for 1 MHz 
operational frequency, (PZ26, Meggitt Sensor Systems, Kvistgaard, Denmark) was diced and separated into 
24 triangular plates and then sub-diced into 96 sub-elements with 210 μm kerf width and 1 mm depth. 
Similarly, another set of 24 triangular plates was diced from 1-3 connectivity PMN-29%PT (Sinoceramic Inc., 
Shanghai, China) - hard polymer (Epofix, Struers A/S, Ballerup, Denmark) piezocomposite fabricated in 
house using the dice-and-fill method. Epofix was chosen for its low shrinkage, mechanical strength, low 
Poisson’s ratio, and chemical resistance [20]. The piezocomposite material had a dicing kerf of 113 μm, a 
volume fraction, VF = 60%, and a pillar aspect ratio (width to thickness), PAR = 0.32. It was lapped to a 
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thickness of 1.2 ± 0.02 mm to achieve the 1.0 MHz operational frequency. Electrodes were applied on both 
sides of the triangular piezocomposite plates using silver ink (118-09A/B, Creative Materials Incorporated, 
USA) cured at 65°C for 16 h. One electrode face on each triangular piezocomposite plate was part-diced into 
four smaller triangular divisions, while the ground electrodes on the opposite faces were left intact. 
4. Array Assembly 
The process to assemble the array transducer from the machined triangular plates is illustrated in Fig. 2, 
with a corresponding photograph for each step.  
An important aspect of this process is the placement of each triangular plate in the position needed to 
create the 3D faceted structure. The target wavelength,   1.5 mm, indicates the need for precision much 
better than 1 mm. Hence, an ABS thermoplastic mould with faceted surfaces matching the geodesic design 
was made by 3D printing (uPrint SE 3D Printer, Stratasys Ltd, USA), as seen in Fig. 2a and 2c. The layer 
resolution of the 3D printer was 0.254 mm. Honey thinned in a small container in a warm water bath at 50ºC 
was used to hold the plates in place, providing lower viscosity compared to other temporary adhesive options 
such as silicon grease and thus minimizing the layer thickness on the mould (Fig. 2b). The use of honey also 
allows the mould to be released and the residue to be removed with water. The triangular composite plates 
were placed on the mould in the arrangement indicated in Fig. 1b and secured with 5 min-curing epoxy 
(Araldite® Rapid, Huntsman Advanced Materials GmbH, Switzerland), (Fig.2d, e). 
 Because of the thermal sensitivity of PMN-PT piezocrystal, with rhombohedral to tetragonal phase 
transition temperature, TRT  80ºC [21], conductive silver epoxy (G3349, Agar Scientific, UK) rather than 
soldering was used for the electric connections. Silver ink was also discarded as an option as its viscosity is 
much lower than that of silver epoxy and it does not have the physical integrity to maintain its shape during 
curing. Since this requires ~30 mins curing time at 55ºC, custom-designed interconnect upstands, Fig. 2g, 
were made to hold the cables in place during curing. These also allowed multiple connections to be made 
together, increasing the assembly efficiency. Each upstand took the form of a hexahedron comprising two 
plastic nuts stacked together (528-132, RS Components, Northants, UK). A flexible printed circuit board 
(fPCB) made in house was attached around the hexahedron and alternate active and ground tracks were 
connected to micro co-axial cables taken from commercial devices withdrawn from service (Toshiba Medical 
Systems Europe, Zoetermeer, Netherlands). Each upstand supported six interconnects and the hexahedral 
shape allowed fan-out of the active tracks to minimize the risk of shorting. Once each upstand had been 
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prepared, it was fixed to the back of the array element assembly with the 5 min-curing epoxy and the signal 
tracks were connected to the sub-diced triangular composites with conductive silver epoxy (Fig. 2f, g, and h). 
19 upstands were required for the array: 13 centrally with six micro co-axial cables each, and six at the 
perimeter of the array with three micro co-axial cables each. The array assembly was then transferred into a 
pre-heated oven to cure the conductive silver epoxy.  
 Integration with the outer casing followed. A mixture of micro-balloons (K1, 3M, USA) and epoxy 
(Epofix, Struers A/S, Ballerup, Denmark), mass ratio 1:2, was compressed carefully onto the back of the array 
element assembly between the interconnect upstands, to act as a mechanical support for the array but with 
reduced acoustic damping compared with unfilled epoxy because of the higher attenuation and lower acoustic 
impedance. These parameters cannot be quantified as it is impossible to achieve penetration of sound through 
the filled epoxy to measure them. After the backing layer was cured, the assembly was released from the 
mould and the casing was sealed with a watertight rear cover (Fig.2i, j). Finally, remaining honey was 
removed with warm water and a silver ink common ground was applied on the front face of the array. 
 
Figure 2. Assembly process for faceted bowl arrays: (a) mould with spacers, (b) with honey applied, (c) ready for the 
piezoelectric plates to be applied; (d) with the plates in place, (e) showing twelve plates, (f) electrical connections 
added at the plate vertices; (g) detail of the interconnect upstand scheme, (h) shown in overview, (i) with casing, 
backing layer and sealing plate added and (j) the complete array. 
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5. Array Characterisation and Evaluation 
5.1. Electrical Impedance Spectroscopy 
The complex electrical impedance of each of the 96 elements of the piezocrystal composite array was 
measured with an impedance analyzer (4395A, Agilent Technologies / Keysight, Santa Clara, CA, USA) with 
the results plotted in Fig. 3. All 96 elements are fully functional without open or short connections. The 
fundamental resonance and anti-resonance frequencies of the elements across the array, with standard 
deviation, are fr = 1.05 ± 0.02 MHz and fa = 1.39 ± 0.04 MHz, respectively. The electrical impedance 
magnitude |Z| = 241 ± 57 Ω at the value of fr for each element. The reasons for the large standard deviation are 
three-fold: non-uniformity of piezocrystal material as purchased from two different production batches 
(composite velocities measured to be 3285 m/s and 3490 m/s, respectively); variations in the individual 
piezocrystal composite fabrication; and the systematic size differences between the triangular plates. 
 
Figure 3.  Complex electrical impedance (a) magnitudes and (b) phases of all 96 elements of the piezocrystal composite 
array 
5.2.  Acoustic Pressure Field Mapping 
The arrays were connected to commercial array control electronics (FI Toolbox DSL32T, Diagnostic 
Sonar Ltd, Livingston, UK), customized to provide continuous wave output [22]. To match the 32 
transmission channel count on the driving system, the 96 individual elements of the array were grouped into 
32 channels, with sets of three adjacent elements connected together as shown in Fig. 4.  
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Figure 4. Sketch of the distribution of 32 channels on the geodesic array in 2D segmented annular configuration 
5.2.1 Natural focusing 
The focusing ability of the geodesic array configuration was tested initially with the bulk ceramic array, 
with its 32 groups of elements driven at 1.0 MHz, by mapping the beam profile over two perpendicular planes 
intersecting the transducer focus. To do this, the array was immersed in a tank of degassed water and a 
0.5 mm diameter needle hydrophone (Precision Acoustics Ltd, Dorchester, UK) was attached to a 3-axis 
motorized scanning system to measure the acoustic intensity at 0.5 mm increments. A natural focus was 
achieved with the geodesic structure, as shown in Fig. 5. The -3 dB (full width half maximum, FWHM) beam 
width at the focus was 2.4 mm and it was 21 mm in length. The intensities of most of secondary side lobes 
were below -12 dB relative to the peak amplitude of the main lobe.   
 
Figure 5. Normalized output acoustic intensity of the piezoceramic array in its natural focal plane (a) cross section 
74.5 mm from the centre of the array and (b) axial scan. 
5.2.2 Electronic focusing and steering  
The piezocrystal composite array was connected to array control system setup to enable programming of 
phase delays for steering and focusing. A phase quantisation step of 11.25° was possible, corresponding to a 
time delay of 31.2 ns at 1.0 MHz (time period 1.0 s). Phase correction of focusing aberrations based on 
hydrophone measurements was performed to allow for the increased non-uniformity of the piezocrystal 
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composite elements compared with the piezoceramic. The focus of the array was found at 69 mm in front of 
the array and it was then shifted and steered axially and laterally within a volume of 10 × 5 × 5 mm3. 
Representative plots of the acoustic intensity fields are shown in Fig. 6. As an example, the -3 dB FWHM 
beam dimensions at the focus in Fig. 6b were 1.5 mm in width and 15 mm in length. The focusing gain of the 
array is 30, calculated from the square root of the ratio of the source area to the focal area. Similar to the 
results from the piezoceramic array, the intensities of the side lobes in the steered beam were below -12 dB 
compared to the main lobe. 
 
Figure 6. Normalized output acoustic intensity of the piezocrystal array with the focus set electronically to be  
(a) (0, 0, 64) mm, (b) (0, 0, 69) mm, (c) (0, 0, 74) mm, (d) (0, 0, 74) mm, and (e) (2.5, 0, 74) mm 
6. Discussion  
Although the geodesic structure in this communication has been combined with the use of relaxor-based 
piezocrystals, it can be applied to any material, preferentially those in which natural crystal orientation exists, 
to form a self-focusing bowl resembling a section of a sphere. Gen. I piezocrystal, PMN-PT, was used here 
because of its commercial availability, but Gens. II and III piezocrystals will be worth investigating once the 
materials are available and their behavior is understood [23], not least as the issue of additional DC bias at 
high drive levels is moot for them [21].  
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The triangles used to form the proposed geodesic structure are not standard geometries available from 
piezoelectric material supplies but they can be prepared easily with a dicing saw. Besides the 6V icosahedron 
dome structure implemented here, other geodesic dome structures exist, e.g. 4V and 5V [19] and could be 
selected to match the aperture and focal length of a particular array design.  
3D printing was integrated easily into our assembly process and has shown its potential to aid future 
ultrasonic transducer development when complex geometrical configurations are needed. The maximum build 
size of the printer may constrain the array size and aperture but the mould could be printed in several parts for 
later assembly if a larger scale transducer is needed.  
Electrical interconnects for multiple elements are a challenge during array assembly, especially with 
complex shapes such as those discussed here. The interconnection upstands we used worked well with our 
array and expedited the interconnect process. Although use of flexible PCBs from array to instrumentation 
might further reduce the effort required for interconnection, this technique still does not offer sufficient length 
of track and direct cabling is thus preferred. 
 In the preliminary results from electronic focusing and steering, the intensities of the side lobes steering 
along the axis were as low as -12 dB compared to the main lobe, whilst a -9 dB side lobe was observed when 
steering the focus off the axis. This increase in sidelobe level is predictable because lateral shifting of the 
focus was constrained by the 32-channel configuration. Since the electronics are modular, additional channels 
could be configured to connect all 96 elements of the array individually, improving the focusing quality and 
steering range.  
Defocusing and therefore the need for phase aberration correction are unavoidable because of residual 
aberration from the array itself and from distortion in the medium during ultrasound propagation. Considering 
only the device, we noted that aberration caused by assembly, associated with the accuracy of the 3D printed 
mould, was secondary to that caused by non-uniform elements resulting from a combination of the  
characteristics of the individual piezocrystal composites and the non-uniformity of the piezocrystal material 
[12]. The hydrophone-based phase correction we adopted gave FWHM beam diameter of approximately one 
wavelength, but the sidelobe level could be improved further by increasing the number of electronic channels.  
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7. Conclusions 
This communication has proposed and evaluated a novel faceted array structure inspired by geodesic dome 
architecture, allowing the adoption of high performance piezocrystal materials, such as PIN-PMN-PT and Mn-
doped PIN-PMN-PT piezocrystals, for focused ultrasound applications, since the crystal orientation in 
crystalline materials prevents formation into a bowl shape in the same way as piezoceramics. The details of 
assembly of a 96-element array have been described, based on PMN-PT piezocrystal – epoxy composite, with 
bulk piezoceramic providing a reference device with which good focusing was achieved. Electronic focusing 
was found to be necessary for the piezocrystal composite array, with satisfactory results achieved even though 
groups of three elements were connected. The same technique also allows steering of the focus. The array has 
not been tested at therapeutic levels because the PMN-PT single crystal material available for this work would 
require an additional DC bias field of about 400V, which was not available for the present work. The 
customized commercial electronics we used could however further extend the potential of the geodesic array 
for focused ultrasound applications. 
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